
Storefronts SchoolsInstant PA for outdoor events Dance recitals Corporate presentations

and more

Portable Stereo Digital PA System
lAll-in-one portable digital PA system for use anywhere
lPowerful high-quality stereo sound that audiences will love
lNo setup required, just plug in and play!

Ultim
ate 

portatbility
 with the 

battery-powered 

JUNO-Di

No howling!

Smooth sound with 

built-i
n reverb

The BA-330 provides 

powerful amplific
ation 

for acoustic guitar

Perform in a variety 
of environments on 
battery power

Perform with your 

band anywhere 

on battery power

Stereo sound 

with a single 

amp
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n Convenient all-in-one operationn Power and quality
With Roland's cutting-
edge digital technology 
onboard, the BA-330 
delivers a tight, pro 
sound and powerful 
punch with the maximum 
SPL* of 109dB, even on 
battery power. It also has 
built-in digital effects for 
sweetening the sound.
*SPL: Maximum output sound 
  pressure level (calculated) at one 
  meter.

n Supports a wide variety of inputs
    Connect mics, instruments, and audio 
    devices, and instantly mix them with the 
    handy onboard controls.

n Battery checker 
    Displays battery-power 
    status for peace of mind 
    during performance.

n Fill a large room with sound
The BA-330 has power 
to spare. Perform live for 
approximately 80 people 
on a single system. For 
larger venues, connect 
two systems via Studio 
Link.

n Spacious stereo sound
The BA-330’s four 16cm 
speakers and dual 
tweeters, angled left 
and right, provide a full-
spectrum stereo sound.

n Comfortable and easy set up
With its tilt-back stand, the 
BA-330 can be set to the 
perfect angle for performance. 
Plug in a variety of gear, 
including mics, electronic 
instruments, and digital-audio 
devices. And since it’s battery 
powered, the BA-330 can be 
used instantly anywhere!

Conveniently transport the BA-330 
with the CB-BA330 travel case (sold 
separately). This hard-shell 
protective case is custom designed 
for the BA-330, with built-in wheels 
and a pull-out handle for easy 
transport.

For optimal projection, the BA-330 
can be mounted on this companion 
speaker stand, which telescopes 
for custom height adjustment. 
A carrying bag with shoulder strap 
is included.

CB-BA330
Carrying Case for BA-330

ST-A95
Speaker Stand

Portable PA system with mixer and effects in a single system
State-of-the-art digital technology delivers quality, efficiency, and ease

nOptions

<Specifications> ●Nominal Input Level (1 kHz) [CH 1, CH 2] MIC: –50 dBu / INST: –20 dBu, [CH 3/CH 4, CH 5/CH 6]: –20 dBu, [AUX IN]: –10 dBu, [STEREO 
LINK IN]: –10 dBu ●Nominal Output Level (1 kHz) LINE OUT: –10 dBu, STEREO LINK OUT: –10 dBu ●Speakers 16 cm (6.5 inches) x 4, Tweeter x 2 
●Connectors [CH 1, CH 2] Input Jacks (XLR type, 1/4” TRS phone type), [CH 3/CH 4, CH 5/CH 6] Input Jack L(MONO)/R (1/4” phone type), [AUX IN] Input Jacks 
(Stereo miniature phone type, RCA phono type), [OUTPUT] LINE OUT Jack L(MONO)/R (1/4” phone type), [STEREO LINK] STEREO LINK OUT Jacks L(MONO)/R 
(1/4” phone type), STEREO LINK IN Jack (1/4” phone type), [FOOT SWITCH] FOOT SWITCH Jack (1/4” phone type), [DC IN] DC IN Jack ●Power Supply DC 
12V: Dry battery LR6 (AA) type (alkaline) x 8 / Rechargeable battery HR6 (AA) type (nickel metal hydride) x 8 / AC Adaptor ●Current Draw 410 mA ●Expected 
battery life under continuous use [Alkaline] MAX about 8 hours, ECO about 12 hours, [Nickel-metal hydride] MAX about 10 hours, ECO about 15 hours *These 
figures will vary depending on the actual conditions of use. ●Dimensions mm: 414.6 (W) x 322.5 (D) x 508.6 (H), inches: 16-3/8 (W) x 12-3/4 (D) x 20-1/16 (H) 
●Weight 13.8 kg / 30 lbs 7 oz (Excluding Battery) ●Accessories AC Adaptor, Owner’s Manual                                                                        *0 dBu = 0.775 Vrms

Anti-feedback function 
Provides “howl-free” 
performances, even at high 
volumes. Output mode 

switching 
(MAX/ECO mode) 
Use ECO mode for longer 
battery-power life.

Stereo effects 
and EQ 
Built-in reverb/delay/wide 
effects, plus master EQ.

n LINE OUT jacks 
    Connect to external-audio 
    systems.

n Footswitch jacks
    Control MUTE on/off and   
    EFFECT on/off via 
    footswitch.

STEREO LINK
Connect two BA-330s 
for extra inputs, power, 
and audio spread.

n Stereo AUX IN for 
    connecting an MP3 
    player, CD player, etc.

Power the BA-330 from 
the DC input jack or use 
generic rechargeable 
batteries for up to 24 
hours of battery-powered 
performance.

Replaceable battery 
pack for quick 
battery reloading

n AC adaptor input

 


